Flask

Cluster Suspension

Light source Structure Diffuser
FIaSk A Sorgente luminosa Montatura Diffusore
2.24" . Metallic black
257cm
— LED E27 C»
1 max 15W ‘ Mineral sand
157.4"
400 cm . Metallic black
LED
Medium Base  (» — -
1 max 15W ‘ Mineral sand
8.29"
211cm
BULBS not included

LAMPADINE non incluse

—
619"
2157 cm

Net Weight/ Peso Netto: 0.44 kg H Pack/ Colli: 2

(c€)(®)(1P20 )((Energy saving © )(Dim @)("HI )

Suspension lamps must be installed on a canopy
Le lampade a sospensione devono essere installate su rosone

Cluster Suspension

Light source Structure Diffuser
FIaSk B Sorgente luminosa Montatura Diffusore
224" . Metallic black
257cm
- LED E27 C
1 max 15W ‘ Mineral sand
157.4” -
400 cm . Metallic black
LED
Medium Base ~ (C» — ,
@ 1 max 15W ‘ Mineral sand
6.69”
17cm

BULBS not included
LAMPADINE non incluse

11.02”
228cm

Net Weight/ Peso Netto: 0.95 kg H Pack/ Colli: 2

@(Energy Saving @)(Dim )

Suspension lamps must be installed on a canopy
Le lampade a sospensione devono essere installate su rosone

Materials Vacuum metallized blown glass diffuser
Diffusore in vetro soffiato metallizzato sottovuoto

Light Suspension lamp providing direct light
commercial light bulb socket
Lampada a sospensione a luce diretta
Predisposizione lampadine commerciali

Colors Metallic black
Mineral sand

Cluster Suspension

Light source Structure Diffuser
FIaSk C Sorgente luminosa Montatura Diffusore
2.24” . Metallic black
25.7cm
— LED E27 C»
1 max 15W ‘ Mineral sand
157.4”
400cm . Metallic black
LED
Medium Base @ .
1 max 15W ‘ Mineral sand
11.28"
287 cm ®
BULBS not included
LAMPADINE non incluse
9.8”
2249cm

Net Weight/ Peso Netto: 0.75 kg H Pack/ Colli: 2

Suspension lamps must be installed on a canopy
Le lampade a sospensione devono essere installate su rosone

(c€)(®)(1P20 )((Energy Saving § )(Dim @)("H[ )
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Flask, black cap with the Diesel logo

Flask, Mineral sand




